
Type A Packing- 包装类型 A (mm)

Type
类型

Qty/Plastic Bag(PCS)
每塑料袋数量

Qty/Inner Box(PCS)
每内盒数量

Qty/Carton (PCS)
每外箱数量

Carton Size
L×W×H(±5%)

Gross Wt.±2Kgs
Packing Type

包装类型

PRW Series

PRW 1W 10 500 3000 485×190×200 10.00 Type A1

PRW 2W 10 400 2400 485×190×200 8.00 Type A1

PRW 3W 10 500 3000 520×220×250 12.20 Type A1

PRW 5W 10 400 2400 520×220×250 13.72 Type A1

PRW 7W 10 300 1800 520×220×250 15.46 Type A1

PRW 10W 10 250 1500 520×220×250 18.39 Type A1

PRW 15W 10 70 420 510×200×250 8.20 Type A1

PRW 20W 10 60 360 510×200×250 10.75 Type A1

PRW 25W 10 60 360 510×200×250 11.22 Type A1

PRWA Series

PRWA 5W 10 400 2400 520×220×250 15.00 Type A1

PRWA 7W 10 240 1440 520×220×250 14.20 Type A1

PRWA 10W 10 220 1320 520×220×250 16.30 Type A1

PRWC Series

PRWC 3W 10 400 2400 485×190×200 7.30 Type A1

PRWC 5W 10 400 2400 485×190×200 9.40 Type A1

PRWC 7W 10 400 2400 520×220×250 14.00 Type A1

PRWC-1 Series

PRC1  4W 50 500 3000 485×190×200 9.05 Type A2

PRC1 5W 10 600 3600 485×190×200 13.45 Type A1

PRC1 6W 40 400 2400 485×190×200 13.71 Type A2

PRT Series

PRT 10W 10 200 1200 520×220×250 19.50 Type A1

PRT 15W 5 150 900 520×220×250 22.00 Type A1

PRT 20W 5 95 570 520×220×250 18.50 Type A1

PRT 30W 5 30 180 520×220×250 15.94 Type A1

PRT 40W 5 25 150 520×220×250 14.20 Type A1

Note： Packing type customized is available upon request.
备注： 可根据需求提供客制化包装方式。

Standard Packing of Cement Resistors - (1)
水泥电阻器包装规范 - (1)
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Standard Packing of Cement Resistors - (2)
水泥电阻器包装规范 - (2)

Note： Packing type customized is available upon request.
备注： 可根据需求提供客制化包装方式。

Type A Packing  包装类型 A (mm)

Type
类型

Qty/Plastic 
Bag(PCS)

每塑料袋数量

Qty/Inner Box(PCS)
每内盒数量

Qty/Carton (PCS)
每外箱数量

Carton Size
L×W×H(±5%)

Gross Wt.±2Kgs
Packing Type

包装类型

PRM/FTR Series

PRM2W 10 (in Bag) 700 4200 520×220×250 18.50 Type A1

PRM3W 100 500 2000 535×270×220 14.20 Type B1

PRM5W 100 500 2000 535×270×220 14.20 Type B1

PRM7W 75 375 1500 435×305×215 17.42 Type B2

PRM 10W 60 300 1200 435×305×215 18.12 Type B3

PFA 10W 10 (in Bag) 150 900 520×220×250 14.74 Type A1

PRMA Series

PRMA 5W 100 500 2000 535×270×220 14.00 Type B1

PRMA 10W 60 240 960 305×435×215 17.05 Type A1

PFAS & PFAT Series

PFAS 2W 20 (in Bag) 600 3600 485×190×200 7.10 Type A1

PFAS 5W 180 900 3600 535×270×220 13.50 Type A1

PFAS 7W 160 900 3600 435×305×215 16.20 Type B1

PFAS 10W 10 (in Bag) 500 3000 520×220×250 22.40 Type A1

PFAT 5W 10 (in Bag) 300 1800 485×190×200 13.20 Type A1

PFAT 7W 10 (in Bag) 250 1500 485×190×200 11.50 Type A1

Dimension of Plastic Case (mm)

Type A B C

Type - B1 260 105 260

Type - B2 300 100 210

Type - B3 300 100 210
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Standard Packing of Cement Resistors - (3)
水泥电阻器包装规范 - (3)

Type B Packing-Plastic Case  包装类型 B - 塑料盒  (mm)

Type
类型

Qty/Plastic 
Bag(PCS)

每塑料袋数量

Qty/Inner Box(PCS)
每内盒数量

Qty/Carton (PCS)
每外箱数量

Carton Size
L×W×H(±5%)

Gross Wt.±2Kgs
Packing Type

包装类型

PRU Series 

PRU 10W 100 100 1000 560×305×310 12.50 Type D

PRU 15W 80 80 800 560×305×310 17.33 Type D

PRU 20W 60 60 600 560×305×310 17.85 Type D

PRU 30W 20 40 160 435×305×215 16.37 Type D

PRU 40W 20 20 160 435×305×215 16.37 Type D

Note： Packing type customized is available upon request.
备注： 可根据需求提供客制化包装方式。
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