
Heat-Shrinkable Tube Forming Type
套热缩管加工成型

Feature (特性)

Used for insulation protection and fusing protection of wire-wound (fusible) resistor. 

用于涂装产品的绝缘防护及绕线 (保险丝 )电阻的熔断防护。

This specification is applicable for KNP、KNPU product only. For the other products (size), please 

consult factory for the available specification and drawing.. 

适用于 KNP、KNPU的产品，其他产品请洽谈工厂取得可生产的规格图样。

TZ Forming Type (TZ 轴向套管)

TZ-1 Wrapped resistor body only
TZ-1套管包电阻本体

TZ-2 Wrapped resistor body and  lead one side only
TZ-2套管包电阻本体及一边导线

TZ-3 Wrapped resistor body and  lead both two side
TZ-3套管包电阻本体及两边导线
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Type类型
Forming type
加工形态

Dimension (尺寸 )(mm) (L1、L2、L3 Adjustable range可调范围 )

D±1 L±1 L1 L2 L3 Ød±0.05 A (Max.) C (Max.)

1/4W, 1/2W, 1WSS

TZ-1

2.5 6.5

38 25 /

0.54

/

68mmTZ-2 38 2Min. 40Max. /

TZ-3 2Min. 2Min. 40Max. 33

1/2W, 1WS, 2WSS

TZ-1

3.5 9.5

38 25 /

0.54

/

71mmTZ-2 38 2Min. 40Max. /

TZ-3 2Min. 2Min. 40Max. 30

1W, 2WS, 3WSS

TZ-1

4.5 11.5

38 25 /

0.70

/

73mmTZ-2 38 2Min. 40Max. /

TZ-3 2Min. 2Min. 40Max. 28

2W, 3WS, 4WSS

TZ-1

5.5 15.5

38 25 /

0.70

/

77mmTZ-2 38 2Min. 40Max. /

TZ-3 2Min. 2Min. 40Max. 25

Dimension (尺寸) (mm)
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